
Manufacturing and Trading of LED Light &
Electronics Products Devlopments

TM



220V / 24V / 12V 

15/30/45/60DEGREE

SINGLE COLOR/RGB/RGBW

MANUAL DMX/ BLUETOOTH DMX

BASIC DMX/ 3CH DMX/ 6CH DMX/ 9CH DMX/ 12CH DMX/ ADDRESSABLE DMX 

300/500/600/1000/1200MM 

IP65

EXTRUSION DIE CAST ALLUMINIUM BODY 

GRAPHITE GRAY POLYESTER POWER COATING 

LED 

STAINLESS STEEL 

SILICONE RUBBER 

TEMPERED GLASS

DOUBLE NICKEL-PLATED BRASS CABLE GLAND PG7

INPUT VOLTAGE 

BEAM ANGEL 

COLOR

CONTROL TYPE 

DMX TYPE

SIZE

IP RATING

MATERIAL 

COATING 

LIGHT SOURCE

SCREWS

GASKET

COVER 

CABLE GLAND 

MODEL 

BLS-WW01020W

BLS-WW01020WX

BLS-WWS01012W

BLS-WW02040W

BLS-WWS02018W

BLS-WWS02024W

BLS-WW03040W

BLS-WW03050W

BLS-WWS03036W

BLS-WW04040W

BLS-WW04080W

BLS-WWS04036W

BLS-WWS04048W

SIZE

 300(L)*62(W)*130(H)

300(L)*62(W)*130(H)

300(L)*62(W)*130(H)

600(L)*62(W)*130(H)

600(L)*62(W)*130(H)

600(L)*62(W)*130(H)

1000(L)*62(W)*130(H)

1000(L)*62(W)*130(H)

1000(L)*62(W)*130(H)

1200(L)*62(W)*130(H)

1200(L)*62(W)*130(H)

1200(L)*62(W)*130(H)

1200(L)*62(W)*130(H)

WATTAGE        VOLTAGE 

20                     12V DC

20                     12V DC

12                     220V AC

40                     24V DC

18                     220V AC

24                     220V AC

40                     24V DC

50                     24V DC

36                     220V AC

40                     24V DC

80                     24V DC

36                     220V AC

48                     220V AC

BEAM ANGEL

15/30/45/60 DEGREE 

15/30/45/60 DEGREE 

15/30/45/60 DEGREE 

15/30/45/60 DEGREE 

15/30/45/60 DEGREE 

15/30/45/60 DEGREE 

15/30/45/60 DEGREE 

15/30/45/60 DEGREE 

15/30/45/60 DEGREE 

15/30/45/60 DEGREE 

15/30/45/60 DEGREE 

15/30/45/60 DEGREE 

15/30/45/60 DEGREE 

CONTROL 

DMX 

ADDRESSABLE DMX 

ON/OFF

DMX 

ON/OFF

ON/OFF

DMX 

DMX 

ON/OFF

DMX 

DMX 

ON/OFF

ON/OFF

WALL WASHER 

TECHNICAL DATA

CHIP QUANTITY

12

9

12

24

18

24

24

31

36

24

48

36

48

COLOR

RGB

RGB

 SINGLE 

 RGB

 SINGLE 

 SINGLE 

 RGB

 RGBW

 SINGLE 

 RGB

 RGB

 SINGLE 

 SINGLE 

TM



RGB/RGBW FOCUS LIGHT 

24V DC

220V AC

24V DC

220V AC

24V DC

24V DC

24V DC

24V DC

24V DC

MODEL 

BLS-WF01040W

BLS-WFS01040W

BLS-WF01050W

BLS-WFS02060W

BLS-WF02080W

BLS-WF02100W

BLS-WF03145W

BLS-WF04200W

BLS-WF04250W

SIZE

 225(L)*188(W)*110(H)

225(L)*188(W)*110(H)

225(L)*188(W)*110(H)

290(L)*238(W)*115(H)

290(L)*238(W)*115(H)

290(L)*238(W)*115(H)

435(L)*335(W)*140(H)

435(L)*335(W)*140(H)

WATTAGE   VOLTAGE 

40

40

50

60

80

100

145

200

250

BEAM ANGEL

15/30/45/60 DEGREE 

15/30/45/60 DEGREE 

15/30/45/60 DEGREE 

15/30/45/60 DEGREE 

15/30/45/60 DEGREE 

15/30/45/60 DEGREE 

15/30/45/60 DEGREE 

15/30/45/60 DEGREE 

15/30/45/60 DEGREE 

 COLOR

RGB

SINGLE 

RGBW/RGBWW

SINGLE

RGB

RGBW/RGBWW

RGB

RGB

RGBW/RGBWW

CONTROL 

DMX 

ON/OFF

DMX 

ON/OFF

DMX 

DMX 

DMX 

DMX 

DMX 

220V / 24V / 12V 

15/30/45/60DEGREE

SINGLE COLOR/RGB/RGBW

MANUAL DMX/ BLUETOOTH DMX

BASIC DMX/ 3CH DMX/ 6CH DMX/ 9CH DMX/ 12CH DMX/ ADDRESSABLE DMX 

Ip65

PRESSURE DIE CAST ALLUMINIUM BODY 

GRAPHITE GRAY POLYESTER POWER COATING 

LED 

STAINLESS STEEL 

SILICONE RUBBER 

TEMPERED GLASS

DOUBLE NICKEL-PLATED BRASS CABLE GLAND Pg7

INPUT VOLTAGE 

BEAM ANGEL 

COLOR

CONTROL TYPE 

DMX TYPE

IP RATING

MATERIAL 

COATING 

LIGHT SOURCE

SCREWS

GASKET

COVER 

CABLE GLAND 

TECHNICAL DATA

CHIP QUANTITY

24

40

31

60

48

62

72

96

124

                       

TM



RGB REMOTE FLOOD LIGHT 

230V AC

230V AC

MODEL 

BLS-WIRF01050W

BLS-WIRF010100W

WATTAGE   VOLTAGE 

50

100

BEAM ANGEL

15/30/45/60 DEGREE 

15/30/45/60 DEGREE 

 COLOR

RGB

RGB

LED TYPE

3X3W RGB

3X3W RGB

CONTROL 

IR REMOTE

IR REMOTE

230V AC

15/30/45/60DEGREE

RGB

IR REMOTE

IP65

PRESSURE DIE CAST ALLUMINIUM BODY 

GRAPHITE GRAY POLYESTER POWER COATING 

LED 

STAINLESS STEEL 

SILICONE RUBBER 

TEMPERED GLASS

Pg7

INPUT VOLTAGE 

BEAM ANGEL 

COLOR

CONTROL TYPE 

IP RATING

MATERIAL 

COATING 

LIGHT SOURCE

SCREWS

GASKET

COVER 

CABLE GLAND 

TECHNICAL DATA

CHIP QUANTITY

8

22

                       

TM



SS BODY FOUNTAIN LIGHT 

MODEL 

BLS-FO01009W

BLS-FOS01003W

BLS-FO020018W

BLS-FOS02006W

BLS-FO030027W

BLS-FOS03009W

BLS-FON040027W

BLS-FONS04009W

WATTAGE         VOLTAGE 

9                        12V DC

3                        12V DC

18                      12V DC

6                        12V DC

27                      12V DC

9                        12V DC

27                      12V DC

9                        12V DC

BEAM ANGEL

15/30/45/60 DEGREE 

15/30/45/60 DEGREE 

15/30/45/60 DEGREE 

15/30/45/60 DEGREE 

15/30/45/60 DEGREE 

15/30/45/60 DEGREE 

15/30/45/60 DEGREE 

15/30/45/60 DEGREE 

CHIP QUANTITY      

3                       

3                    

6                       

6                       

9                      

9                       

9                      

9                    

CONTROL 

DMX 

ON/OFF

DMX 

ON/OFF

DMX 

ON/OFF

DMX 

ON/OFF

24V / 12V 

15/30/45/60DEGREE

SINGLE COLOR/RGB/RGBW

MANUAL DMX/ BLUETOOTH DMX

BASIC DMX / ADDRESSABLE DMX 

Ip65

304 STAINLESS STEEL BODY 

LED 

STAINLESS STEEL 

SILICONE RUBBER 

TEMPERED GLASS

DOUBLE NICKEL-PLATED BRASS CABLE GLAND PG7/PG9

INPUT VOLTAGE 

BEAM ANGEL 

COLOR

CONTROL TYPE 

DMX TYPE

IP RATING

MATERIAL 

LIGHT SOURCE

SCREWS

GASKET

COVER 

CABLE GLAND 

TECHNICAL DATA

COLOR

RGB

SINGLE 

RGB

SINGLE 

RGB

SINGLE

RGB

SINGLE  

TM



OUTDOOR LINEAR PROFILE LIGHT

MODEL 

BLS-PL01012W

BLS-PL01012W1

BLS-PL01012W2

BLS-PL02016W

BLS-PL02016W1

BLS-PL03018W

BLS-PIX01015W

BLS-PIX01008W

SIZE

600(L)*35(W)*12(H)

600(L)*25(W)*12(H)

600(L)*25(W)*25(H)

1000(L)*35(W)*12(H)

1000(L)*25(W)*25(H)

600(L)*35(W)*12(H)

1000(L)*18(W)*8(H)

500(L)*18(W)*8(H)

 

WATTAGE    VOLTAGE 

12                 220V AC

12                 220V AC

16                 220V AC

16                 220V AC

18                 220V AC

15                 5V DC

8                   5V DC

BEAM ANGEL

15/30/45/60 DEGREE 

15/30/45/60 DEGREE 

15/30/45/60 DEGREE 

15/30/45/60 DEGREE 

15/30/45/60 DEGREE 

15/30/45/60 DEGREE

30DEGREE

30DEGREE 

CHIP QUANTITY            COLOR  

12                                   SINGLE 

12                                   SINGLE 

12                                   SINGLE 

16                                   SINGLE 

16                                   SINGLE

18                                   SINGLE 

56                                   RGB

28                                   RGB

CONTROL

ON/OFF

ON/OFF

ON/OFF

ON/OFF

ON/OFF

ON/OFF

PIXEL DMX 

PIXEL DMX 

220V / 24V / 12V 

15/30/45/60DEGREE

SINGLE COLOR/RGB/RGBW

MANUAL DMX/ BLUETOOTH DMX

BASIC DMX/ 3CH DMX/ 6CH DMX/ 9CH DMX/ 12CH DMX/ ADDRESSABLE DMX 

300/500/600/1000/1200MM 

IP65

EXTRUSION DIE CAST ALLUMINIUM BODY 

GRAPHITE GRAY POLYESTER POWER COATING 

LED 

INPUT VOLTAGE 

BEAM ANGEL 

COLOR

CONTROL TYPE 

DMX TYPE

SIZE

IP RATING

MATERIAL 

COATING 

LIGHT SOURCE

TECHNICAL DATA

TM



LED FLOOD LIGHT
MODEL 

BLS-SFL01030W

BLS-SFL01050W

BLS-SFL01100W

BLS-SFL01150W

BLS-SFL01200W

BLS-GMFL01050W

BLS-GMFL01100W

BLS-GMFL01150W

BLS-GMFL01200W

BLS-CLFL01050W

BLS-CLFL01100W

BLS-CLFL01150W

BLS-CLFL01200W

BLS-BCFL01050W

BLS-BCFL01100W

BLS-BCFL01150W

BLS-BCFL01200W

BLS-BCFL01300W

BLS-BCFL020300W

TYPE

SLIM FLOOD

SLIM FLOOD 

SLIM FLOOD 

SLIM FLOOD 

SLIM FLOOD 

GM FLOOD 

GM FLOOD 

GM FLOOD 

GM FLOOD 

LENSE FLOOD 

CRYSTAL LENSE FLOOD 

CRYSTAL LENSE FLOOD

CRYSTAL LENSE FLOOD 

BACK CHOKE FLOOD

BACK CHOKE FLOOD

BACK CHOKE FLOOD

BACK CHOKE FLOOD

BACK CHOKE FLOOD

5050 LED LENSE FLOOD 

WATTAGE 

30

50

100

150

200

50

100

150

200

50

100

150

200

50

100

150

200

300

300

CHIP QUANTITY

30

50

100

150

200

50

100

150

200

50

100

150

200

50

100

150

200

300

60

COLOR

W/WW/NW

W/WW/NW

W/WW/NW

W/WW/NW

W/WW/NW

W/WW/NW

W/WW/NW

W/WW/NW

W/WW/NW

W/WW/NW

W/WW/NW

W/WW/NW

W/WW/NW

W/WW/NW

W/WW/NW

W/WW/NW

W/WW/NW

W/WW/NW

W/WW/NW

VOLTAGE

220V AC

220V AC

220V AC

220V AC

220V AC

220V AC

220V AC

220V AC

220V AC

220V AC

220V AC

220V AC

220V AC

220V AC

220V AC

220V AC

220V AC

220V AC

220V AC

CONTROL 

ON/OFF

ON/OFF

ON/OFF

ON/OFF

ON/OFF

ON/OFF

ON/OFF

ON/OFF

ON/OFF

ON/OFF

ON/OFF

ON/OFF

ON/OFF

ON/OFF

ON/OFF

ON/OFF

ON/OFF

ON/OFF

ON/OFF

TECHNICAL DATA

INPUT VOLTAGE 
COLOR
IP RATING 
MATERIAL 
COATING 
LIGHT SOURCE
LUMENSE
LED MAKE 
LED LIFE 
EFFICACY
CRI
POWER FACTOR 
PROTECTION 
SURGE 
SCREWS
GASKET

220V AC 
W/WW/NW
Ip65
PRESSURE DIE CAST ALLUMINIUM BODY
GRAPHITE GRAY POWDER COATING
1WATT, 2835LED
130 TO 140 LM (1WATT)
BRIDGE LUX/OSRAM/BMTC
50,000 HRS
90%
80
>0.90
SHORT/OPEN CIRCUIT, OVER/UNDER VOLTAGE PROTECTION
4-6KV
STAINLESS STEEL
SILICON RUBBER

TM



LED STREET LIGHT

MODEL 

BLS-SL01024W

BLS-SL01036W

BLS-SL01050W

BLS-SL02024W

BLS-SL02036W

BLS-SL02050W

BLS-SL02100W

TYPE

LENSE

 LENSE 

LENSE

 GLASS

GLASS

GLASS

GLASS

WATTAGE      VOLTAGE 

24                  220V AC

36                  220V AC

50                  220V AC

24                  220V AC

36                  220V AC

50                  220V AC

100                220V AC

CHIP QUANTITY        

24 

36

50

24

36 

50

100

COLOR       

W/WW/NW

W/WW/NW

W/WW/NW

W/WW/NW

W/WW/NW

W/WW/NW

W/WW/NW

CONTROL 

ON/OFF

ON/OFF

ON/OFF

ON/OFF

ON/OFF

ON/OFF

ON/OFF

TECHNICAL DATA

INPUT VOLTAGE 
COLOR
CONTROL TYPE 
IP RATING 
MATERIAL 
COATING 
LIGHT SOURCE
LUMENSE
LED MAKE 
LED LIFE 
EFFICACY
CRI
POWER FACTOR 
PROTECTION 
SURGE 
SCREWS
GASKET
COVER 
CABLE GLAND 

220V AC 
W/WW/NW
ON/OFF
Ip65
PRESSURE DIE CAST ALLUMINIUM BODY
GRAPHITE GRAY POWDER COATING
1WATT, 2835LED
130 TO 140 LM (1WATT)
BRIDGE LUX/OSRAM/BMTC
50,000 HRS
90%
80
>0.90
SHORT/OPEN CIRCUIT, OVER/UNDER VOLTAGE PROTECTION
4-6KV
STAINLESS STEEL
SILICON RUBBER
TEMPERED GLASS
PLASTIC Pg7 CABLE GLAND

TM



LED HIGH BAY LIGHT

MODEL 

BLS-HBY01100W

BLS-HBY01150W

BLS-HBY01200W

TYPE

HIGH BAY LIGHT 

HIGH BAY LIGHT 

HIGH BAY LIGHT 

WATTAGE     

100

150

200

VOLTAGE   

220V AC

220V AC

220V AC

CHIP QUANTITY        

100

150

200

COLOR       

W/WW/NW

W/WW/NW

W/WW/NW

CONTROL       

ON/OFF

ON/OFF

ON/OFF

TECHNICAL DATA

INPUT VOLTAGE 

COLOR

CONTROL TYPE 

IP RATING 

MATERIAL 

COATING 

LIGHT SOURCE

LUMENSE

LED MAKE 

LED LIFE 

EFFICACY

CRI

POWER FACTOR 

PROTECTION 

SURGE 

SCREWS

GASKET

COVER 

CABLE GLAND 

220V AC 

W/WW/NW

ON/OFF

Ip65

PRESSURE DIE CAST ALLUMINIUM BODY

GRAPHITE GRAY POWDER COATING

1WATT, 2835LED

130 TO 140 LM (1WATT)

BRIDGE LUX/OSRAM/BMTC

50,000 HRS

90%

80

>0.90

SHORT/OPEN CIRCUIT, OVER/UNDER VOLTAGE PROTECTION

4-6KV

STAINLESS STEEL

SILICON RUBBER

TEMPERED GLASS

PLASTIC Pg7 CABLE GLAND

TM



OUR PROJECTS

GANDHINAGAR
GH-2 CIRCLE

PATAN
Veer Maya Tekri

INDORE
A3 Mall

NAGAUR
Building

TM



OUR PROJECTS

MORBI
Nagar Gate

AHMEDABAD

GURGAON

DEVGADH BARIYA

SMVS Temple

IFFCO SEC-32

Tower

TM



OUR PROJECTS

PULIVENDULA
CABLE BRIDGE

VAPI

RAJASTHAN

BULDANA

GURUDWARA

RAILWAY STATION

BUILDING

TM



OUR CLIENTS
TM



Shed No. 8-9, 
Victoria Industrial Park, 
Nr. Globle Industrial Park, Road No.5,
Kathwada GIDC, Kathwada, 
Ahmedabad-382430, Gujarat, India.

bluesyslighting@gmail.com

www.bluesyslighting.com

Manish Vekariya  +91 9638053547
                            +91 7802849068
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